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IDT54FCT827 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT54FCT2827ATD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827ATSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827BTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827CTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT2827DTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827ATSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827BTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827CTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT54FCT827DTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT74FCT2827ATD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827ATSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827BTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827CTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT2827DTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827ATSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827BTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827CTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTD	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTDB	Fast CMOS 10-bit buffer in 24-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTE	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTEB	Fast CMOS 10-bit buffer in 24-pin CERPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTL	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTLB	Fast CMOS 10-bit buffer in 28-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTP	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTPB	Fast CMOS 10-bit buffer in 24-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTPY	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTPYB	Fast CMOS 10-bit buffer in 24-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTQ	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTQB	Fast CMOS 10-bit buffer in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTSO	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT827DTSOB	Fast CMOS 10-bit buffer in 24-pin SOIC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT54FCT2827AT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT2827BT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT2827CT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT2827CTQB	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT827AT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT827BT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT827CT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT827DT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT2827AT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT2827BT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT2827CT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT827AT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT827BT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT827CT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT74FCT827DT	FAST CMOS 10-BIT BUFFERS	Datasheet*)
	IDT54FCT827A	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827AD	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827ADB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827AE	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827AEB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827AL	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827ALB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827AP	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827APB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827ASO	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827ASOB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827B	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
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	IDT54FCT827BDB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
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	IDT54FCT827BLB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827BP	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827BPB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827BSO	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827BSOB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827C	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CD	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CDB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CE	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CEB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CL	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CLB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CP	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CPB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CSO	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT54FCT827CSOB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT74FCT827	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT74FCT827A	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT74FCT827AD	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT74FCT827ADB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT74FCT827AE	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
	IDT74FCT827AEB	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
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	IDT74FCT827AP	HIGH-PERFORMANCE CMOS BUFFERS	Datasheet*)
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