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IDT7130 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT7130LA100C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA100F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA100J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA100L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA100P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA100PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA100TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA100TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA20C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA20CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA20F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA20FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA20J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA20L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA20L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA20P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA20PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA20PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA20TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA25J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA25JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA25L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA25L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA25PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA25PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA35TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA35TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130LA55TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130LA55TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA100TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA100TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA20C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA20CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA20F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA20FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA20J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA20L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA20L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA20P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA20PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA20PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA20PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA20TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA25J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA25JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA25L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA25L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA25PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA25PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA35TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA35TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130SA55TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7130SA55TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA100TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA100TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA20C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA20CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA20F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA20FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA20J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA20L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA20L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA20P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA20PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA20PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA20PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA20TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA25J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA25JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA25L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA25L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA25PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA35F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA35J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA35L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA35P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA35PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA35TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA35TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140LA55TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140LA55TFB	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA100TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA100TFB	High-speed 8K x 16 dual-port static RAM in 100-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA20C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA20CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA20F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA20FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA20J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA20L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA20L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA20P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA20PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA20PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA25J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA25JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA25L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA25L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA25PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA25PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA35TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA35TFB	High-speed 8K x 16 dual-port static RAM in 100-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55C	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55CB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55F	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55FB	High-speed 8K x 16 dual-port static RAM in 48-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55J	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55JB	High-speed 8K x 16 dual-port static RAM in 52-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55L48	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55L48B	High-speed 8K x 16 dual-port static RAM in 48-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55P	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55PB	High-speed 8K x 16 dual-port static RAM in 48-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55PF	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55PFB	High-speed 8K x 16 dual-port static RAM in 64-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7140SA55TF	High-speed 8K x 16 dual-port static RAM in 64-pin STQFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT7140SA55TFB	High-speed 8K x 16 dual-port static RAM in 100-pin TQFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	IDT7130	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA20JB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA20PFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA20TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25C	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25CB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25F	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25FB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25P	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25PB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130LA25TFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA20JB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA20TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25C	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25CB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25F	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25FB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25P	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25PB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7130SA25TFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA20JB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA20TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25C	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25CB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25F	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25FB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25P	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25PB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25PFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140LA25TFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA20JB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA20PFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA20TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA20TFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25C	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25CB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25F	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25FB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25P	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25PB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25TF	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)
	IDT7140SA25TFB	HIGH-SPEED 1K x 8 DUAL-PORT STATIC RAM	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


