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IDT74FCT162601 series datasheets. Manufacturer: Integrated Device Technology.
	
   	IDT74FCT162601ATPA	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601ATPF	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TVSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601ATPV	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601CTPA	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601CTPF	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TVSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601CTPV	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601ETPA	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601ETPF	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TVSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT162601ETPV	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601ATPA	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601ATPF	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TVSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601ATPV	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601CTPA	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601CTPF	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TVSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601CTPV	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601ETPA	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TSSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601ETPF	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin TVSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	IDT74FCT16601ETPV	Fast CMOS 18-bit universal bus transceiver with 3-state outputs in 56-pin SSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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