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GE28F128L18B85 series datasheets. Manufacturer: Intel.
	
   	GE28F128L18B85	1.8V, 85ns, 128Mbit StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	GE28F128L18T85	1.8V, 85ns, 128Mbit StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	GE28F256L18B85	1.8V, 85ns, 256Mbit StrataFlash Wireless Memory in 79-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	GE28F256L18T85	1.8V, 85ns, 256Mbit StrataFlash Wireless Memory in 79-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	GE28F640L18B85	1.8V, 85ns, 64Mbit StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	GE28F640L18T85	1.8V, 85ns, 64Mbit StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F3000L0YBQ0	1.8V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F3000L0YTQ0	1.8V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F3000L0ZBQ0	3.0V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F3000L0ZTQ0	3.0V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F4000L0YBQ0	1.8V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F4000L0YTQ0	1.8V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F4000L0ZBQ0	3.0V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	JZ48F4000L0ZTQ0	3.0V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	NZ48F4000L0YBQ0	1.8V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	NZ48F4000L0YTQ0	1.8V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	NZ48F4000L0ZBQ0	3.0V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	NZ48F4000L0ZTQ0	3.0V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH28F128L18B85	1.8V, 85ns, 128Mbit lead-free StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH28F128L18T85	1.8V, 85ns, 128Mbit lead-free StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH28F256L18B85	1.8V, 85ns, 256Mbit lead-free StrataFlash Wireless Memory in 79-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH28F256L18T85	1.8V, 85ns, 256Mbit lead-free StrataFlash Wireless Memory in 79-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH28F640L18B85	1.8V, 85ns, 64Mbit lead-free StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH28F640L18T85	1.8V, 85ns, 64Mbit lead-free StrataFlash Wireless Memory in 56-pin BGA package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F3000L0YBQ0	1.8V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F3000L0YTQ0	1.8V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F3000L0ZBQ0	3.0V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F3000L0ZTQ0	3.0V, 128-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F4000L0YBQ0	1.8V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F4000L0YTQ0	1.8V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F4000L0ZBQ0	3.0V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	PH48F4000L0ZTQ0	3.0V, 256-Mbit lead-free StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F3000L0YBQ0	1.8V, 128-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F3000L0YTQ0	1.8V, 128-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F3000L0ZBQ0	3.0V, 128-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F3000L0ZTQ0	3.0V, 128-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F4000L0YBQ0	1.8V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F4000L0YTQ0	1.8V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F4000L0ZBQ0	3.0V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	RD48F4000L0ZTQ0	3.0V, 256-Mbit leaded StrataFlash Wireless Memory in 88-pin SCSP package. Operational temperature range from -25°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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