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MD28F010 series datasheets. Manufacturer: Intel.
	
   	MD28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MF28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin FLATPACK package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin LCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	TD28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin CERDIP package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	TF28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin FLATPACK package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	TR28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin LCC package. Operational temperature range from -40°C to 110°C.	Datasheet*)
	VD28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin CERDIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VF28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin FLATPACK package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VR28F010	1024K (128K x 8) CMOS FLASH memory in 32-pin LCC package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	AD28F010-170	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	AD28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	AN28F010-170	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	AN28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	AP28F010-170	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	AP28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	D28F010-120P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	D28F010-135P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	D28F010-150P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	D28F010-200P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	E28F001BX-B200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	E28F001BX-T200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	E28F010-100V05	1Mbit (128Kx8) LATCHED EEPROM in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	E28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	F28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MD28F010-12	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-17	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-1K12	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-1K15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-1K20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-1K25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD28F010-90	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ME28F010-17	1Mbit (128Kx8) LATCHED EEPROM Operational temperature range from -55°C to 125°C.	Datasheet*)
	ME28F010-20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ME28F010-25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin PGA package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	ME28F01025	1Mbit (128Kx8) LATCHED EEPROM in 32-pin QFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MF28F010-12	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MF28F010-15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MF28F010-20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MF28F010-25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MF28F010-90	1Mbit (128Kx8) LATCHED EEPROM in 32-pin FP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-12	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-17	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-1K12	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-1K15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-1K20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-1K25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR28F010-90	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MT28F010-12	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MT28F010-15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MT28F010-17	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MT28F010-20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MT28F010-25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MT28F010-90	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MZ28F010-17	1Mbit (128Kx8) LATCHED EEPROM in 32-pin QFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MZ28F010-20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin QFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MZ28F010-25	1Mbit (128Kx8) LATCHED EEPROM in 32-pin QFP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	N28F001BX-B200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F001BX-T200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-120P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-120SB48	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-135P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-150P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-150SB48	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-200P1C4	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F010-90V05	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N28F01090V05	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P28F001BX-B200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P28F001BX-T200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	TD28F010-1K15	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TD28F0101K20	1Mbit (128Kx8) LATCHED EEPROM in 32-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TF28F010-120	1Mbit (128Kx8) LATCHED EEPROM in 32-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	TN28F010-200	1Mbit (128Kx8) LATCHED EEPROM in 32-pin LDCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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