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P82C42 series datasheets. Manufacturer: Intel.
	
   	N80C42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K ROM in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N80L42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K ROM in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N82C42PC	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N82C42PD	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N82C42PE	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N82L42PC	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N82L42PD	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N87C42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K OTP in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	N87L42	Universal peripheral interface CHMOS 8-bit slave microcontroller.4K OTP in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P80C42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K ROM in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P80L42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K ROM in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P82C42PC	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P82C42PD	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P82C42PE	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P82L42PC	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P82L42PD	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P87C42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K OTP in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P87L42	Universal peripheral interface CHMOS 8-bit slave microcontroller.4K OTP in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S80C42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K ROM in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S80L42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K ROM in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S82C42PC	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S82C42PD	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S82C42PE	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S82L42PC	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S82L42PD	Universal peripheral interface CHMOS 8-bit slave microcontroller. in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S87C42	Universal peripheral interface CHMOS 8-bit slave microcontroller. 4K OTP in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	S87L42	Universal peripheral interface CHMOS 8-bit slave microcontroller.4K OTP in 44-pin QFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	P82C42	UNIVERSAL PERIPHERAL INTERFACE CHMOS 8-BIT SLAVE MICROCONTROLLER	Datasheet*)
	UPI-L42	UNIVERSAL PERIPHERAL INTERFACE CHMOS 8-BIT SLAVE MICROCONTROLLER	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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