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10D05 series datasheets. Manufacturer: International Rectifier.
	
   	10D05	V(rrm): 50V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	10D1	V(rrm): 100V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	10D10	V(rrm): 1000V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	10D2	V(rrm): 200V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	10D4	V(rrm): 400V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	10D6	V(rrm): 600V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	10D8	V(rrm): 800V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4816	V(rrm): 50V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4817	V(rrm): 100V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4818	V(rrm): 200V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4819	V(rrm): 300V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4820	V(rrm): 400V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4821	V(rrm): 500V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4822	V(rrm): 600V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4852	V(rrm): 700V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4853	V(rrm): 800V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N4854	V(rrm): 1000V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N5052	V(rrm): 700V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N5053	V(rrm): 800V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	1N5054	V(rrm): 1000V; 1.5A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D05	V(rrm): 50V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D1	V(rrm): 100V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D10	V(rrm): 1000V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D2	V(rrm): 200V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D4	V(rrm): 400V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D6	V(rrm): 600V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)
	20D8	V(rrm): 800V; 2.0A molded silicon rectifier diode in 4-pin DO-204AL package. Operational temperature range from -65°C to 175°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


