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8406601QA series datasheets. Manufacturer: Intersil Corp..
	
   	8406601QA	CMOS programmable peripheral interface, 5MHz	Datasheet*)
	8406601XA	CMOS programmable peripheral interface, 5MHz	Datasheet*)
	8406602QA	CMOS programmable peripheral interface, 8MHz	Datasheet*)
	8406602XA	CMOS programmable peripheral interface, 8MHz	Datasheet*)
	CD82C55A	CMOS programmable peripheral interface, 8MHz in 40-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CD82C55A-5	CMOS programmable peripheral interface, 5MHz in 40-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CP82C55A	CMOS programmable peripheral interface, 8MHz in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CP82C55A-5	CMOS programmable peripheral interface, 5MHz in 40-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CS82C55A	CMOS programmable peripheral interface, 8MHz in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	CS82C55A-5	CMOS programmable peripheral interface, 5MHz in 44-pin PLCC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	ID82C55A	CMOS programmable peripheral interface, 8MHz in 40-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	ID82C55A-5	CMOS programmable peripheral interface, 5MHz in 40-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IP82C55A	CMOS programmable peripheral interface, 8MHz in 40-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IP82C55A-5	CMOS programmable peripheral interface, 5MHz in 40-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS82C55A	CMOS programmable peripheral interface, 8MHz in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	IS82C55A-5	CMOS programmable peripheral interface, 5MHz in 44-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MD82C55A-5/B	CMOS programmable peripheral interface, 5MHz in 40-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MD82C55A/B	CMOS programmable peripheral interface, 8MHz in 40-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR82C55A-5/B	CMOS programmable peripheral interface, 5MHz in 44-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MR82C55A/B	CMOS programmable peripheral interface, 8MHz in 44-pin PLCC package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  8406601QA (Harris Semiconductor)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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