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BA779 series datasheets. Manufacturer: JGD.
	
   	BA779	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BA779-2	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BA779S	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS16	Surface mount switching diode. Max forward voltage 1.00V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS19	Surface mount switching diode. Max forward voltage 1.00V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS20	Surface mount switching diode. Max forward voltage 1.00V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS21	Surface mount switching diode. Max forward voltage 1.00V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS29	Surface mount switching diode. Max forward voltage 0.84V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS31	Surface mount switching diode. Max forward voltage 0.84V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAS35	Surface mount switching diode. Max forward voltage 0.84V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAV70	Surface mount switching diode. Max forward voltage 1.00V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAV74	Surface mount switching diode. Max forward voltage 1.00V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAV99	Surface mount switching diode. Max forward voltage 1.00V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BAW56	Surface mount switching diode. Max forward voltage 1.00V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BB804	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BB814	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	BB824	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1201	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1202	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1203	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1204	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1205	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1401	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1402	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1403	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1404	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1405	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1501A	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1503A	Surface mount switching diode. Max forward voltage 1.00V at 200mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1701	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1702	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1703	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1704	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD1705	Surface mount switching diode. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD4148	Surface mount switching diode. Max forward voltage 1.00V at 10mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD4448	Surface mount switching diode. Max forward voltage 1.00V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD914	Surface mount switching diode. Max forward voltage 1.00V at 10mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	MMBD914B	Surface mount switching diode. Max forward voltage 1.00V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TMBD2835	Surface mount switching diode. Max forward voltage 1.00V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TMBD6050	Surface mount switching diode. Max forward voltage 1.1V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TMPD2836	Surface mount switching diode. Max forward voltage 1.00V at 50mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TMPD4148	Surface mount switching diode. Max forward voltage 1.00V at 10mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TMPD7000	Surface mount switching diode. Max forward voltage 0.75V at 100mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TMPD914	Surface mount switching diode. Max forward voltage 1.00V at 10mA. in 3-pin SOT-23 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  BA779 (Vishay Telefunken)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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