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APBA3010 series datasheets. Manufacturer: KNBRT.
	
   	APBA3010ESGC	3.0 x 1.0 mm SMD chip LED lamp. High efficiency red, super bright green (peak wavelength 627 nm, 565 nm). Lens type water clear. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010ESGW	3.0 x 1.0 mm SMD chip LED lamp. High efficiency red, super bright green (peak wavelength 625 nm, 565 nm). Lens type white diffused. in 3-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010EYC	3.0 x 1.0 mm SMD chip LED lamp. High efficiency red, yellow (peak wavelength 627 nm, 590 nm). Lens type water clear. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010MGSYW01	3.0 x 1.0 mm right angle bi-color SMD chip LED. Mega bright green, super bright yellow. Lens type white diffused.. in 3-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010PYQGC	3.0 x 1.0 mm SMD chip LED lamp. Pure yellow, green (peak wavelength 583 nm, 560 nm). Lens type water clear. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010SGYC	3.0 x 1.0 mm right angle bi-color SMD chip LED. Super bright green, yellow. Lens type water clear. in 3-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010SRSGC	3.0 x 1.0 mm SMD chip LED lamp. Super bright red, super bright green (peak wavelength 660 nm, 565 nm). Lens type water clear. in 3-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010SRSGW	3.0 x 1.0 mm SMD chip LED lamp. Super bright red, super bright green (peak wavelength 660 nm, 565 nm). Lens type white diffused. in 3-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010SRSGWPR	3.0 x 1.0 mm SMD chip LED lamp. Super bright red, super bright green (peak wavelength 660 nm, 565 nm). Lens type white diffused. in 3-pin SMD package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	APBA3010SRSYWPR	3.0 x 1.0 mm right angle bi-color SMD chip LED. Super bright red, super bright yellow. Lens type white diffused. in 3-pin SMD package.	Datasheet*)
	APBA3010SURKMGCK	3.0 x 1.0 mm right angle bi-color SMD chip LED. Hyper red, mega bright green. Lens type white diffused. in 3-pin SMD package.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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