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FA56-11 series datasheets. Manufacturer: KNBRT.
	
   	FA56-11EWA	14 mm (0.56 inch) single digit numeric display. High efficiency red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FA56-11GWA	14 mm (0.56 inch) single digit numeric display. Green. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FA56-11HWA	14 mm (0.56 inch) single digit numeric display. Bright red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FA56-11RWA	14 mm (0.56 inch) single digit numeric display. Red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FA56-11SRWA	14 mm (0.56 inch) single digit numeric display. Super bright red.. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FA56-11YWA	14 mm (0.56 inch) single digit numeric display. Yellow. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FC56-11EWA	14 mm (0.56 inch) single digit numeric display. High efficiency red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FC56-11GWA	14 mm (0.56 inch) single digit numeric display. Green. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FC56-11HWA	14 mm (0.56 inch) single digit numeric display. Bright red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FC56-11RWA	14 mm (0.56 inch) single digit numeric display. Red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FC56-11SRWA	14 mm (0.56 inch) single digit numeric display. Super bright red.. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	FC56-11YWA	14 mm (0.56 inch) single digit numeric display. Yellow. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA56-11HWA	14 mm (0.56 inch) single digit numeric display. Bright red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA56-11RWA	14 mm (0.56 inch) single digit numeric display. Red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA56-21HWA	14 mm (0.56 inch) single digit numeric display. Bright red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SA56-21RWA	14 mm (0.56 inch) single digit numeric display. Red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SC56-11HWA	14 mm (0.56 inch) single digit numeric display. Bright red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SC56-11RWA	14 mm (0.56 inch) single digit numeric display. Red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SC56-21HWA	14 mm (0.56 inch) single digit numeric display. Bright red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	SC56-21RWA	14 mm (0.56 inch) single digit numeric display. Red. in 10-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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