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2029L series datasheets. Manufacturer: LIFUS.
	
   	2029L030	Surface mount PTC. Ihold = 0.30A, Itrip = 0.60A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029L050	Surface mount PTC. Ihold = 0.50A, Itrip = 1.00A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029L075	Surface mount PTC. Ihold = 0.75A, Itrip = 1.5A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029L100	Surface mount PTC. Ihold = 1.10A, Itrip = 2.2A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029L125	Surface mount PTC. Ihold = 1.25A, Itrip = 2.5A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029L260	Surface mount PTC. Ihold = 2.60A, Itrip = 5.2A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029S100	Surface mount PTC. Ihold = 1.10A, Itrip = 2.2A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	3425L150	Surface mount PTC. Ihold = 1.50A, Itrip = 3.0A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	3425L200	Surface mount PTC. Ihold = 2.00A, Itrip = 4.0A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	3425L250	Surface mount PTC. Ihold = 2.50A, Itrip = 5.0A. in 2-pin EIA 481-2standard package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	2029L	SURFACE MOUNT PTC	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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