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30R090 series datasheets. Manufacturer: LIFUS.
	
   	30R090	Resettable PTC. Ihold = 0.90A, Itrip = 1.80A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R090	Resettable PTC. Ihold = 0.90A, Itrip = 1.80A, Vmax =30Vdc. Reel quantity 3000. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R110	Resettable PTC. Ihold = 1.10A, Itrip = 2.20A, Vmax =30Vdc. Reel quantity 3000. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R110	Resettable PTC. Ihold = 1.10A, Itrip = 2.20A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R135	Resettable PTC. Ihold = 1.35A, Itrip = 2.70A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R135	Resettable PTC. Ihold = 1.35A, Itrip = 2.70A, Vmax =30Vdc. Reel quantity 3000. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R160	Resettable PTC. Ihold = 1.60A, Itrip = 3.20A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R160	Resettable PTC. Ihold = 1.60A, Itrip = 3.20A, Vmax =30Vdc. Reel quantity 3000. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R185	Resettable PTC. Ihold = 1.85A, Itrip = 3.70A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R185	Resettable PTC. Ihold = 1.85A, Itrip = 3.70A, Vmax =30Vdc. Reel quantity 3000. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R250	Resettable PTC. Ihold = 2.50A, Itrip = 5.00A, Vmax =30Vdc. Reel quantity 3000. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R250	Resettable PTC. Ihold = 2.50A, Itrip = 5.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R300	Resettable PTC. Ihold = 3.00A, Itrip = 6.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R300	Resettable PTC. Ihold = 3.00A, Itrip = 6.00A, Vmax =30Vdc. Reel quantity 1500. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R400	Resettable PTC. Ihold = 4.00A, Itrip = 8.00A, Vmax =30Vdc. Reel quantity 1500. in 2-pin EIA 486-B package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R400	Resettable PTC. Ihold = 4.00A, Itrip = 8.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R500	Resettable PTC. Ihold = 5.00A, Itrip = 10.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R600	Resettable PTC. Ihold = 6.00A, Itrip = 12.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R700	Resettable PTC. Ihold = 7.00A, Itrip = 14.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R800	Resettable PTC. Ihold = 8.00A, Itrip = 16.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	30R900	Resettable PTC. Ihold = 9.00A, Itrip = 18.00A, Vmax =30Vdc. 500 per container. in 2-pin Standard bulk package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


