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V18MLE0402 series datasheets. Manufacturer: LIFUS.
	
   	V18MLE0402H	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 7in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0402NH	Surface mount varistor. Nickel barrier. Max continuous working voltage: 18VDC. 7in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0402WH	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 7in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603A	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603H	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603LA	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603LH	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603LT	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603LWA	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603LWH	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603LWT	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603T	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603WA	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603WH	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0603WT	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805A	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805H	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805LA	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805LH	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805LT	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805LWA	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805LWH	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805LWT	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805T	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805WA	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805WH	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE0805WT	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE1206A	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE1206H	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE1206T	Surface mount varistor. Ag/Pt. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE1206WA	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. Bulk pack. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE1206WH	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 7 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	V18MLE1206WT	Surface mount varistor. Ag/Pd. Max continuous working voltage: 18VDC. 13 in diameter reel. in 2-pin -- package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	MLE	Multilayer Transient Voltage Suppressor	Datasheet*)
	V18MLE0402	Multilayer Transient Voltage Suppressor	Datasheet*)
	V18MLE0603	Multilayer Transient Voltage Suppressor	Datasheet*)
	V18MLE0603L	Multilayer Transient Voltage Suppressor	Datasheet*)
	V18MLE0805	Multilayer Transient Voltage Suppressor	Datasheet*)
	V18MLE0805L	Multilayer Transient Voltage Suppressor	Datasheet*)
	V18MLE1206	Multilayer Transient Voltage Suppressor	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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