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1N5221 series datasheets. Manufacturer: LITON.
	
   	1N5221B	2.4V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5222B	2.5V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5223B	2.7V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5224B	2.8V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5225B	3.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5226B	3.3V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5227B	3.6V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5228B	3.9V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5229B	4.3V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5230B	4.7V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5231B	5.1V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5232B	5.6V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5233B	6.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5234B	6.2V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5235B	6.8V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5236B	7.5V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5237B	8.2V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5238B	8.7V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5239B	9.1V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5240B	10V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5241B	11V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5242B	12V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5243B	13V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5244B	14V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5245B	15V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5246B	16V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5247B	17V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5248B	18V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5249B	19V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5250B	20V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5251B	22V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5252B	24V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5253B	25V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5254B	27V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5255B	28V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5256B	30V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5257B	33V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5258B	36V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5259B	39V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5260B	43V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5261B	47V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5262B	51V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	1N5263B	56V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 200°C.	Datasheet*)
	Z100B	100V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z120B	120V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z150B	150V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	Z180B	180V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  1N5221 (AEG)
 1N5221 (APD)
 1N5221 (CENTR)
 1N5221 (CNEL)
 1N5221 (COMCH)
 1N5221 (CRIMS)
 1N5221 (DCCOM)
 1N5221 (DIODS)
 1N5221 (EIC)
 1N5221 (FAGOR)
 1N5221 (Fairchild Semiconductor)
 1N5221 (FORMO)
 1N5221 (GODAR)
 1N5221 (HONEY)
 1N5221 (INTRN)
 1N5221 (LRC)
 1N5221 (MCC)
 1N5221 (Motorola)
 1N5221 (RFE)
 1N5221 (ROHM Co.)
 1N5221 (Semtech Corp.)
 1N5221 (SINC)
 1N5221 (SGS-Thomson Microelectronics)
 1N5221 (Semitronics Corp.)
 1N5221 (Vishay Telefunken)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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