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SSL-LX4073 series datasheets. Manufacturer: LUMIX.
	SSL-LX4073GC	General purpose green dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073IC	General purpose red dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073OD	General purpose orange-amber dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073OT	General purpose orange-amber dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073RC	General purpose red dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073RD	General purpose red dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073RT	General purpose red dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073YC	General purpose yellow dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073GD	General purpose green dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073GT	General purpose green dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073ID	General purpose red dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073IGW	General purpose red/green color dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX4073IT	General purpose red dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073LID	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX4073SRD	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX4073SRT	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX4073YD	General purpose yellow dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX4073YT	General purpose yellow dome-style LED Operational temperature range from -55°C to 100°C.	Datasheet*)
	SSL-LX407F3GD	General purpose green dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3GT	General purpose green dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3ID	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3IT	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3SRD	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3SRT	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3YD	General purpose yellow dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX407F3YT	General purpose yellow dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053GD	General purpose green dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053GT	General purpose green dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053ID	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053IT	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053SRD	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053SRT	General purpose red dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053YD	General purpose yellow dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)
	SSL-LX5053YT	General purpose yellow dome-style LED Operational temperature range from -50°C to 100°C.	Datasheet*)

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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