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LC51024MB-52F484 series datasheets. Manufacturer: Lattice Semiconductor Corp..
	
   	LC51024MB-52F484C	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MB-52F672C	2.5V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MB-75F484C	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MB-75F484I	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MB-75F672C	2.5V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MB-75F672I	2.5V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MC-52F484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-52F672C	1.8V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-52FN484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-52FN672C	1.8V in-system programmable expanded programmable logic device XPLD. in 672-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-75F484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-75F484I	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MC-75F672C	1.8V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-75F672I	1.8V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MC-75FN484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-75FN484I	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MC-75FN672C	1.8V in-system programmable expanded programmable logic device XPLD. in 672-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MC-75FN672I	1.8V in-system programmable expanded programmable logic device XPLD. in 672-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MV-52F484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-52F672C	3.3V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-52FN484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-52FN672C	3.3V in-system programmable expanded programmable logic device XPLD. in 672-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-75F484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-75F484I	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MV-75F672C	3.3V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-75F672I	3.3V in-system programmable expanded programmable logic device XPLD. in 672-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MV-75FN484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-75FN484I	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC51024MV-75FN672C	3.3V in-system programmable expanded programmable logic device XPLD. in 672-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC51024MV-75FN672I	3.3V in-system programmable expanded programmable logic device XPLD. in 672-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MB-4F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MB-5F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MB-5F256I	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MB-75F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MB-75F256I	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MC-4F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MC-4FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MC-5F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MC-5F256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MC-5FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MC-5FN256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MC-75F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MC-75F256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MC-75FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MC-75FN256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MV-4F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MV-4FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MV-5F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MV-5F256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MV-5FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MV-5FN256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MV-75F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MV-75F256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5256MV-75FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5256MV-75FN256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MB-45F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MB-45F484C	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MB-45Q208C	2.5V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MB-75F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MB-75F256I	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MB-75F484C	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MB-75F484I	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MB-75Q208C	2.5V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MB-75Q208I	2.5V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MC-45F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-45F484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-45FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-45FN484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-45Q208C	1.8V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-75F208I	1.8V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MC-75F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-75F256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MC-75F484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-75F484I	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MC-75FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-75FN256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MC-75FN484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MC-75FN484I	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MC-75Q208C	1.8V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-45F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-45F484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-45FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-45FN484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-45Q208C	3.3V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-75F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-75F256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MV-75F484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-75F484I	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MV-75FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-75FN256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MV-75FN484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-75FN484I	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5512MV-75Q208C	3.3V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5512MV-75Q208I	3.3V in-system programmable expanded programmable logic device XPLD. in 208-pin PQFP package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MB-5F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MB-5F484C	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MB-75F256C	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MB-75F256I	2.5V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MB-75F484C	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MB-75F484I	2.5V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MC-5F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-5F484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-5FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-5FN484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-75F256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-75F256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MC-75F484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-75F484I	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MC-75FN256C	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-75FN256I	1.8V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MC-75FN484C	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MC-75FN484I	1.8V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MV-5F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-5F484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-5FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-5FN484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-75F256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-75F256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MV-75F484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-75F484I	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MV-75FN256C	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-75FN256I	3.3V in-system programmable expanded programmable logic device XPLD. in 256-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	LC5768MV-75FN484C	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from 0°C to 90°C.	Datasheet*)
	LC5768MV-75FN484I	3.3V in-system programmable expanded programmable logic device XPLD. in 484-pin Lead-free fpBGA package. Operational temperature range from -40°C to 105°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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