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LT6230 series datasheets. Manufacturer: Linear Technology.
	
   	LT6230CS6	215MHz, rail-to-rail output, 3.5mA op amp family. in 6-pin Plastic TSOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6230CS6-10	215MHz, rail-to-rail output, 3.5mA op amp family. in 6-pin Plastic TSOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6230IS6	215MHz, rail-to-rail output, 3.5mA op amp family. in 6-pin Plastic TSOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6230IS6-10	215MHz, rail-to-rail output, 3.5mA op amp family. in 6-pin Plastic TSOT-23 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6231CDD	215MHz, rail-to-rail output, 3.5mA op amp family. in 8-pin Plastic DFN package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6231CS8	215MHz, rail-to-rail output, 3.5mA op amp family. in 8-pin Plastic SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6231IDD	215MHz, rail-to-rail output, 3.5mA op amp family. in 8-pin Plastic DFN package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6231IS8	215MHz, rail-to-rail output, 3.5mA op amp family. in 8-pin Plastic SO package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6232CGN	215MHz, rail-to-rail output, 3.5mA op amp family. in 16-pin Plastic SSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6232IGN	215MHz, rail-to-rail output, 3.5mA op amp family. in 16-pin Plastic SSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LT6230	215MHz, Rail-to-Rail Output, 1.1nV/ root Hz, 3.5mA Op Amp Family	Datasheet*)
	LT6231	215MHz, Rail-to-Rail Output, 1.1nV/ root Hz, 3.5mA Op Amp Family	Datasheet*)
	LT6232	215MHz, Rail-to-Rail Output, 1.1nV/ root Hz, 3.5mA Op Amp Family	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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