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LTC1291 series datasheets. Manufacturer: Linear Technology.
	
   	LTC1291	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291BCN8	Single chip 12-Bit data acquisition system in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	LTC1291BIJ8	Single chip 12-Bit data acquisition system in 8-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LTC1291BIN8	Single chip 12-Bit data acquisition system in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LTC1291BMJ8	Single chip 12-Bit data acquisition system in 8-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LTC1291CCN8	Single chip 12-Bit data acquisition system in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	LTC1291CIJ8	Single chip 12-Bit data acquisition system in 8-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LTC1291CIN8	Single chip 12-Bit data acquisition system in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LTC1291CMJ8	Single chip 12-Bit data acquisition system in 8-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LTC1291DCN8	Single chip 12-Bit data acquisition system in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	LTC1291DIJ8	Single chip 12-Bit data acquisition system in 8-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LTC1291DIN8	Single chip 12-Bit data acquisition system in 8-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	LTC1291DMJ8	Single chip 12-Bit data acquisition system in 8-pin CERDIP package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	LTC1291BCJ8	Single chip 12-bit data acquisition system in 8-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	LTC1291CCJ8	Single chip 12-bit data acquisition system in 8-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	LTC1291DCJ8	Single chip 12-bit data acquisition system in 8-pin CERDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	LTC1291BC	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291BI	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291BM	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291CC	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291CI	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291CM	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291DC	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291DI	Single Chip 12-Bit Data Acquisition System	Datasheet*)
	LTC1291DM	Single Chip 12-Bit Data Acquisition System	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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