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MX29F016MC-12 series datasheets. Manufacturer: MCNIX.
	
   	MX29F016MC-12	Access time: 120ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 44-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MX29F016MC-90	Access time: 90ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 44-pin SOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MX29F016MI-12	Access time: 120ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 44-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MX29F016MI-90	Access time: 90ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 44-pin SOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MX29F016T4C-12	Access time: 120ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 40-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MX29F016T4C-90	Access time: 90ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 40-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MX29F016T4I-12	Access time: 120ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 40-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MX29F016T4I-90	Access time: 90ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 40-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MX29F016TC-12	Access time: 120ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MX29F016TC-90	Access time: 90ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 48-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MX29F016TI-12	Access time: 120ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MX29F016TI-90	Access time: 90ns; 16M-bit (2M x 8) CMOS equal sector flash memory in 48-pin TSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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