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TIP31 series datasheets. Manufacturer: MOSP.
	
   	TIP31	40V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP31A	60V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP31B	80V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP31C	100V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32	40V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32A	60V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32B	80V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32C	100V 3A complementary silicon plastic power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP31D	120V 3A complementary silicon high-power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP31E	140V 3A complementary silicon high-power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP31F	160V 3A complementary silicon high-power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32D	120V 3A complementary silicon high-power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32E	140V 3A complementary silicon high-power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	TIP32F	160V 3A complementary silicon high-power transistor in 4-pin TO-220 package. Operational temperature range from -65°C to 150°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  TIP31 (Advanced Semiconductor, Inc)
 TIP31 (BOCA)
 TIP31 (Continental Device India Ltd)
 TIP31 (CENTR)
 TIP31 (Diotec Elektronische)
 TIP31 (Fairchild Semiconductor)
 TIP31 (GESS)
 TIP31 (GETRN)
 TIP31 (Harris Semiconductor)
 TIP31 (ISKRA)
 TIP31 (Korea Electronics Co., Ltd.)
 TIP31 (ME)
 TIP31 (Motorola)
 TIP31 (National Semiconductor)
 TIP31 (ON Semiconductor)
 TIP31 (Panasonic (Matsushita))
 TIP31 (Philips Semiconductors)
 TIP31 (Power Innovations)
 TIP31 (Semelab Plc.)
 TIP31 (SINC)
 TIP31 (Samsung Electronic)
 TIP31 (SGS-Thomson Microelectronics)
 TIP31 (Semitronics Corp.)
 TIP31 (Texas Instruments)
 TIP31 (Toshiba)
 TIP31 (USHA)
 TIP31 (Wing Shing Electronic Co.)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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