

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
12 596 782 
queries processed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
MT130 series datasheets. Manufacturer: Marktech Optoelectronics.
	
   	MT1302A-RG	Axial leaded LED lamp. Peak wavelength 700 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 2.0(min), 3.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1402A-RG	Axial leaded LED lamp. Peak wavelength 700 nm. Lens color red clear. Luminous intensity(mcd) @20mA: 3.0(min), 3.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2302A-G	Axial leaded LED lamp. Peak wavelength 567 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 10.0(min), 16.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2402A-G	Axial leaded LED lamp. Peak wavelength 567 nm. Lens color green clear. Luminous intensity(mcd) @20mA: 10.0(min), 16.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3302A-Y	Axial leaded LED lamp. Peak wavelength 585 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 8.2(min), 13.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3402A-Y	Axial leaded LED lamp. Peak wavelength 585 nm. Lens color yellow clear. Luminous intensity(mcd) @20mA: 8.2(min), 13.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4302A-HR	Axial leaded LED lamp. Peak wavelength 635 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 11.6(min), 18.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4402A-HR	Axial leaded LED lamp. Peak wavelength 635 nm. Lens color red clear. Luminous intensity(mcd) @20mA: 11.6(min), 18.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4402A-O	Axial leaded LED lamp. Peak wavelength 635 nm. Lens color orange clear. Luminous intensity(mcd) @20mA: 11.6(min), 18.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT7302A-UR	Axial leaded LED lamp. Peak wavelength 660 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 48.0(min), 80.0(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT7402A-UR	Axial leaded LED lamp. Peak wavelength 660 nm. Lens color red clear. Luminous intensity(mcd) @20mA: 48.0(min), 80.0(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT130-G	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-HR	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-O	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-UR	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 55 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-Y	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-G	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-HR	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-O	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-UR	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 55 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-Y	T-1 3/4 LED lamp with standorff. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 100 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-HLA	 Hard lead T-1 3/4 LED lamp. Forward current 20 mA. Reverse voltage 4 V. Power dissipation 56 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-HLG	 Hard lead T-1 3/4 LED lamp. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 70 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-HLO	 Hard lead T-1 3/4 LED lamp. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 70 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-HLY	 Hard lead T-1 3/4 LED lamp. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 70 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-HLA	 Hard lead T-1 3/4 LED lamp. Forward current 20 mA. Reverse voltage 4 V. Power dissipation 56 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-HLG	 Hard lead T-1 3/4 LED lamp. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 70 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-HLO	 Hard lead T-1 3/4 LED lamp. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 70 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140-HLY	 Hard lead T-1 3/4 LED lamp. Forward current 25 mA. Reverse voltage 4 V. Power dissipation 70 mW. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130-HLR	HARD LEAD T-1 3/4 LED LAMPS	Datasheet*)
	MT140-HLR	HARD LEAD T-1 3/4 LED LAMPS	Datasheet*)
	MT1103R	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1103RG	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1303R	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1303RG	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2103G	General purpose green dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2303G	General purpose green dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3103Y	General purpose yellow dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3303Y	General purpose yellow dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4103HR	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4103O	General purpose orange-amber dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4303O	General purpose orange-amber dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT130G	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130HR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130O	General purpose orange-amber dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130Y	General purpose yellow dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140G	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140HR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140O	General purpose orange-amber dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140Y	General purpose yellow dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130HLG	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130HLO	General purpose orange-amber dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130HLR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130HLY	General purpose yellow dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140HLG	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140HLO	General purpose orange-amber dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140HLR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140HLY	General purpose yellow dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130SLG	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130SLHR	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT130SLO	General purpose orange-amber dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130SLR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130SLUR	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT130SLY	General purpose yellow dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT130SUR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140SLG	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140SLHR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140SLO	General purpose orange-amber dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140SLR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140SLUR	General purpose red dome-style LED Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT140SLY	General purpose yellow dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT140SUR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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