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MT1500 series datasheets. Manufacturer: Marktech Optoelectronics.
	
   	MT1000A-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT1500A-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT500A-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT100UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT120SUR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT120UR	General purpose red dome-style LED Operational temperature range from -20°C to 85°C.	Datasheet*)
	MT1500UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT150UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT2500UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT250UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT300UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT600UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT60UR	General purpose red dome-style LED Operational temperature range from -20°C to 85°C.	Datasheet*)
	MT800UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT900UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT1500A-UO	General purpose orange-amber dome-style LED Operational temperature range from -30°C to 85°C.	Datasheet*)
	MT2500UY	General purpose yellow dome-style LED Operational temperature range from -30°C to 85°C.	Datasheet*)
	MT300A-CUG	General purpose green dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT300A-UY	General purpose yellow dome-style LED Operational temperature range from -30°C to 85°C.	Datasheet*)
	MT6000A-UO	General purpose orange-amber dome-style LED Operational temperature range from -30°C to 85°C.	Datasheet*)
	MT6000A-UY	General purpose yellow dome-style LED Operational temperature range from -30°C to 85°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


