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MT340 series datasheets. Manufacturer: Marktech Optoelectronics.
	
   	MT1302A-RG	Axial leaded LED lamp. Peak wavelength 700 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 2.0(min), 3.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1402A-RG	Axial leaded LED lamp. Peak wavelength 700 nm. Lens color red clear. Luminous intensity(mcd) @20mA: 3.0(min), 3.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2302A-G	Axial leaded LED lamp. Peak wavelength 567 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 10.0(min), 16.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2402A-G	Axial leaded LED lamp. Peak wavelength 567 nm. Lens color green clear. Luminous intensity(mcd) @20mA: 10.0(min), 16.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3302A-Y	Axial leaded LED lamp. Peak wavelength 585 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 8.2(min), 13.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3402A-Y	Axial leaded LED lamp. Peak wavelength 585 nm. Lens color yellow clear. Luminous intensity(mcd) @20mA: 8.2(min), 13.7(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4302A-HR	Axial leaded LED lamp. Peak wavelength 635 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 11.6(min), 18.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4402A-HR	Axial leaded LED lamp. Peak wavelength 635 nm. Lens color red clear. Luminous intensity(mcd) @20mA: 11.6(min), 18.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4402A-O	Axial leaded LED lamp. Peak wavelength 635 nm. Lens color orange clear. Luminous intensity(mcd) @20mA: 11.6(min), 18.4(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT7302A-UR	Axial leaded LED lamp. Peak wavelength 660 nm. Lens color water clear. Luminous intensity(mcd) @20mA: 48.0(min), 80.0(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT7402A-UR	Axial leaded LED lamp. Peak wavelength 660 nm. Lens color red clear. Luminous intensity(mcd) @20mA: 48.0(min), 80.0(typ). in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1103-RG	Standard T-1 LED lamp. Lens color red diff. Luminous intensity(mcd): 1.0(min),2.4(typ) @20mA. Peak wavelength 700 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT1403-RG	Standard T-1 LED lamp. Lens color red clear. Luminous intensity(mcd): 3.2(min),8.2(typ) @20mA. Peak wavelength 700 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2103-G	Standard T-1 LED lamp. Lens color green diff. Luminous intensity(mcd): 4.8(min),40.0(typ) @20mA. Peak wavelength 567 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2403-G	Standard T-1 LED lamp. Lens color green clear. Luminous intensity(mcd): 16.0(min),80.0(typ) @20mA. Peak wavelength 567 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3103-Y	Standard T-1 LED lamp. Lens color yellow diff. Luminous intensity(mcd): 4.0(min),25.0(typ) @20mA. Peak wavelength 585 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3403-Y	Standard T-1 LED lamp. Lens color yellow clear. Luminous intensity(mcd): 13.4(min),60.0(typ) @20mA. Peak wavelength 585 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4103-HR	Standard T-1 LED lamp. Lens color red diff. Luminous intensity(mcd): 5.6(min),35.0(typ) @20mA. Peak wavelength 635 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4103-O	Standard T-1 LED lamp. Lens color orange diff. Luminous intensity(mcd): 5.6(min),35.0(typ) @20mA. Peak wavelength 635 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4403-HR	Standard T-1 LED lamp. Lens color red clear. Luminous intensity(mcd): 18.8(min),75.0(typ) @20mA. Peak wavelength 635 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4403-O	Standard T-1 LED lamp. Lens color orange clear. Luminous intensity(mcd): 18.8(min),75.0(typ) @20mA. Peak wavelength 635 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2103-UG	Ultra bright T-1 LED lamp. Lens color green diff. Luminous intensity @20mA 20(min), 50(typ) mcd. Peak wavelength 567 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2303-TUG	Ultra bright T-1 LED lamp. Lens color water clear. Luminous intensity @20mA 2030(min), 3690(typ) mcd. Peak wavelength 505 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT2303-UG	Ultra bright T-1 LED lamp. Lens color water clear. Luminous intensity @20mA 65(min), 160(typ) mcd. Peak wavelength 567 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3003B-UBL	Ultra bright T-1 LED lamp. Lens color water clear. Luminous intensity @20mA 190(min), 350(typ) mcd. Peak wavelength 470 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3103A-UY	Ultra bright T-1 LED lamp. Lens color yellow diff. Luminous intensity @20mA 70(min), 120(typ) mcd. Peak wavelength 590 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3203A-UY	Ultra bright T-1 LED lamp. Lens color white diff. Luminous intensity @20mA 70(min), 120(typ) mcd. Peak wavelength 590 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3303A-UY	Ultra bright T-1 LED lamp. Lens color water clear. Luminous intensity @20mA 245(min), 405(typ) mcd. Peak wavelength 590 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT3403A-UY	Ultra bright T-1 LED lamp. Lens color yellow clear. Luminous intensity @20mA 245(min), 405(typ) mcd. Peak wavelength 590 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT4003B-UBL	Ultra bright T-1 LED lamp. Lens color blue clear. Luminous intensity @20mA 190(min), 350(typ) mcd. Peak wavelength 470 nm. in 2-pin -- package. Operational temperature range from -25°C to 85°C.	Datasheet*)
	MT330-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT330A-G	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT330A-Y	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT340-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT340A-G	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT340A-Y	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT350-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT360-UR	T-1 3/4 ultra bright LED lamp. in 2-pin - package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT340	T-1 3/4 ULTRA BRIGHT LED LAMPS	Datasheet*)
	MT330UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT340UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT350UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)
	MT360UR	General purpose red dome-style LED Operational temperature range from -20°C to 75°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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