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MAX1291 series datasheets. Manufacturer: Maxim Integrated Products.
	
   	MAX1291ACEI	250ksps, +3V, 8-channel single-ended/4channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +0.5,-0.5 in 28-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MAX1291AEEI	250ksps, +3V, 8-channel single-ended/4channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +0.5,-0.5 in 28-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX1291BCEI	250ksps, +3V, 8-channel single-ended/4channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +1,-1 in 28-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MAX1291BEEI	250ksps, +3V, 8-channel single-ended/4channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +1,-1 in 28-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX1293ACEG	250ksps, +3V, 4-channel single-ended/2channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +0.5,-0.5 in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MAX1293AEEG	250ksps, +3V, 4-channel single-ended/2channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +0.5,-0.5 in 24-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX1293BCEG	250ksps, +3V, 4-channel single-ended/2channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +1,-1 in 24-pin QSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MAX1293BEEG	250ksps, +3V, 4-channel single-ended/2channel pseudo-differential, 12-bit ADC with +2.5V reference and parallel interface INL(LSB) +1,-1 in 24-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX1291ACEI+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291ACEI+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291ACEI-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1291AEEI+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291AEEI+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291AEEI-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1291BCEI+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291BCEI+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291BCEI-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1291BEEI+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291BEEI+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1291BEEI-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1293ACEG+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293ACEG+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293ACEG-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1293AEEG+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293AEEG+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293AEEG-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1293BCEG+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293BCEG+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293BCEG-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)
	MAX1293BEEG+	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293BEEG+T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface. Lead-free	Datasheet*)
	MAX1293BEEG-T	250ksps, +3V, 8-/4-Channel, 12-Bit ADCs with +2.5V Reference and Parallel Interface	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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