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MAX5230 series datasheets. Manufacturer: Maxim Integrated Products.
	
   	MAX5230AEEE	3 V, 12-bit, serial voltage-output dual DAC with internal reference in 16-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX5230AEEE+	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5230AEEE+T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5230AEEE-T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)
	MAX5230BEEE	3 V, 12-bit, serial voltage-output dual DAC with internal reference in 16-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX5230BEEE+	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5230BEEE+T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5230BEEE-T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)
	MAX5231AEEE	5 V, 12-bit, serial voltage-output dual DAC with internal reference in 16-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX5231AEEE+	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5231AEEE+T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5231AEEE-T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)
	MAX5231BEEE	5 V, 12-bit, serial voltage-output dual DAC with internal reference in 16-pin QSOP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MAX5231BEEE+	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5231BEEE+T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference. Lead-free	Datasheet*)
	MAX5231BEEE-T	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)
	MAX5230	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)
	MAX5230-MAX5231	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)
	MAX5231	3V/5V, 12-Bit, Serial Voltage-Output Dual DACs with Internal Reference	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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