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VPX322 series datasheets. Manufacturer: Micronas Intermetall.
	
   	VPX3224D	Video pixel decoder in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3225D	Video pixel decoder in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3224E	Video pixel decoder in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3225E	Video pixel decoder in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3226E	Video pixel decoder in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3214C	-0.3 to 6V; video pixel decoder. For consumer video and multimedia applications in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3214C	-0.3 to 6V; video pixel decoder. For consumer video and multimedia applications in 44-pin TQFP package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3216B	-0.3 to 6V; video pixel decoder. For consumer video and multimedia applications in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3216B	-0.3 to 6V; video pixel decoder. For consumer video and multimedia applications in 44-pin TQFP package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3220A	-0.3 to 6V; video pixel decoder. For consumer video and multimedia applications in 44-pin PLCC package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX3220A	-0.3 to 6V; video pixel decoder. For consumer video and multimedia applications in 44-pin TQFP package. Operational temperature range from 0°C to 65°C.	Datasheet*)
	VPX322XE	Video Pixel Decoders	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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