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MT8952 series datasheets. Manufacturer: Mitel Semiconductor.
	
   	MH80625C	Protection SIP. For analog line interfaces, power supplies, etc in 10-pin SIL package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MT8952BC	HDLC protocol controller in 28-pin CERDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MT8952BC	0.3-7.0V; 25mA; HDLC protocol controller. For data link controllers and protocol generators, digital sets, PBXs and private packet networks, D-channel controller dor ISDN basic access in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MT8952BE	0.3-7.0V; 25mA; HDLC protocol controller. For data link controllers and protocol generators, digital sets, PBXs and private packet networks, D-channel controller dor ISDN basic access in 28-pin DIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MT8952BP	0.3-7.0V; 25mA; HDLC protocol controller. For data link controllers and protocol generators, digital sets, PBXs and private packet networks, D-channel controller dor ISDN basic access in 28-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MT8952BS	0.3-7.0V; 25mA; HDLC protocol controller. For data link controllers and protocol generators, digital sets, PBXs and private packet networks, D-channel controller dor ISDN basic access in 28-pin SOIC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MT8952BE	0.3-7.0V; +-25mA; HDLC protocol controller. For data link controllers and protocol generators; digital sets, PBXs and private packet network in 28-pin PDIP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	MT8952	ISO-CMOS ST-BUS?? FAMILY HDLC Protocol Controller	Datasheet*)
	MT8952B	ISO-CMOS ST-BUS?? FAMILY HDLC Protocol Controller	Datasheet*)
	MT8952B-1	ISO-CMOS ST-BUS?? FAMILY HDLC Protocol Controller	Datasheet*)
	There are other manufacturers for this components. For more information please check
  MT8952 (ZRLNK)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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