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FU-68PDF-V510M103 series datasheets. Manufacturer: Mitsubishi Electric Corp..
	
   	FU-68PDF-V510M103B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M104B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M105B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M106B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M107B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M108B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M109B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M110B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M111B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M112B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M113B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M114B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M115B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M116B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M117B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M118B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M119B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M120B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M121B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M122B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M123B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M124B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M125B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M126B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M127B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M128B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M129B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M130B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M131B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M132B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M133B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M134B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M135B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M136B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M137B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M138B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M139B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M140B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M141B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M142B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M143B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M144B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M145B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M146B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M147B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M148B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M149B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M150B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M151B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M152B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M153B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M154B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M155B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M156B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M157B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M158B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M159B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M160B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M161B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M162B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M163B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M164B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M165B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M166B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M167B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M168B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M169B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M170B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M171B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M172B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M173B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M174B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M175B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M176B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M177B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M178B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M179B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M180B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M181B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M182B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M183B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M184B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M185B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M186B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M187B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M188B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M189B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M190B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M191B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M192B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M193B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M194B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M195B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M196B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M197B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M198B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M199B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M200B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M201B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M202B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M203B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M204B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M205B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M206B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M207B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M208B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)
	FU-68PDF-V510M209B	1.58m DFB-LD module with polarization maintaining fiber pigtail in 14-pin -- package. Operational temperature range from -20°C to 70°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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