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V54C3128 series datasheets. Manufacturer: Mosel Vitelic.
	
   	V54C3128164VB6	8Mbit x 16 SDRAM, 3.3V, LVTTL, 6ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128164VB7	8Mbit x 16 SDRAM, 3.3V, LVTTL, 7ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128164VB8	8Mbit x 16 SDRAM, 3.3V, LVTTL, 8ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128404VB6	32Mbit x 4 SDRAM, 3.3V, LVTTL, 6ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128404VB7	32Mbit x 4 SDRAM, 3.3V, LVTTL, 7ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128404VB8	32Mbit x 4 SDRAM, 3.3V, LVTTL, 8ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128804VB6	16Mbit x 8 SDRAM, 3.3V, LVTTL, 6ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128804VB7	16Mbit x 8 SDRAM, 3.3V, LVTTL, 7ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128804VB8	16Mbit x 8 SDRAM, 3.3V, LVTTL, 8ns in 60-pin WBGA package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128164VALS6	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128164VALS7	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128164VALS8	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128404VALS6	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128404VALS7	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128404VALS8	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128804VALS6	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128804VALS7	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128804VALS8	128Mbit SDRAM 3.3V in 60-pin SOC package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	V54C3128	128Mbit SDRAM 3.3 VOLT, BGA PACKAGE	Datasheet*)
	V54C3128164VBGA	128Mbit SDRAM 3.3 VOLT, BGA PACKAGE	Datasheet*)
	V54C3128404VBGA	128Mbit SDRAM 3.3 VOLT, BGA PACKAGE	Datasheet*)
	V54C3128804VBGA	128Mbit SDRAM 3.3 VOLT, BGA PACKAGE	Datasheet*)
	V54C3128164VS	128Mbit SDRAM 3.3 VOLT, TSOP II / SOC PACKAGE 8M X 16, 16M X 8, 32M X 4	Datasheet*)
	V54C3128164VT	128Mbit SDRAM 3.3 VOLT, TSOP II / SOC PACKAGE 8M X 16, 16M X 8, 32M X 4	Datasheet*)
	V54C3128404VS	128Mbit SDRAM 3.3 VOLT, TSOP II / SOC PACKAGE 8M X 16, 16M X 8, 32M X 4	Datasheet*)
	V54C3128404VT	128Mbit SDRAM 3.3 VOLT, TSOP II / SOC PACKAGE 8M X 16, 16M X 8, 32M X 4	Datasheet*)
	V54C3128804VS	128Mbit SDRAM 3.3 VOLT, TSOP II / SOC PACKAGE 8M X 16, 16M X 8, 32M X 4	Datasheet*)
	V54C3128804VT	128Mbit SDRAM 3.3 VOLT, TSOP II / SOC PACKAGE 8M X 16, 16M X 8, 32M X 4	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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