

	
   			
      			
	
         
         
          
         

        
	


     
		
	
      			



     


  
	
   	
      	
	


      	
         
          
          
           		
             		


            

          


        


      	
	
	
	
	
	
	
	


      	
	
         	
               
                More than
4 307 195 
components listed               
           
	
         
         
          
         

        


        


     			


  	
   	
      
     
	
 



 


    
M1 series datasheets. Manufacturer: Motorola.
	
   	M1MA141KT1	Single silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA142KT1	Single silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA141WAT1	Common anode silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA142WAT1	Common anode silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA141WKT1	Common cathode silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA142WKT1	Common cathode silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA151AT1	Single silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA152AT1	Single silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA151KT1	Single silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA152KT1	Single silicon switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA151WAT1	Common anode silicon dual switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA152WAT1	Common anode silicon dual switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA151WKT1	Common cathode silicon dual switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA152WKT1	Common cathode silicon dual switching diode in 3-pin SOT-323 package.	Datasheet*)
	M1MA152WA	Common Anode Silicon Dual Switching Diodes	Datasheet*)
	M1MA141KT3	100mA Iout, 40V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M1MA142KT3	100mA Iout, 80V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M1MA141WKT3	100mA Iout, 40V Vrrm Center-Tapped Positive (Common Cathode) High Speed Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	M1MA142WKT3	100mA Iout, 80V Vrrm Center-Tapped Positive (Common Cathode) High Speed Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  M1 (EDAL)
 M1 (LRC)
 M1 (M/A-COM)
 M1 (ON Semiconductor)
 M1 (SSE)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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