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MMBD6050 series datasheets. Manufacturer: Motorola.
	
   	MMBD6050LT1	Switching diode in 3-pin SOT-23 package. Operational temperature range from -55°C to 150°C.	Datasheet*)
	MBAL99	100mA Iout, 70V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MBAL99L	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAS16	200mA Iout, 75V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MBAS16L	200mA Iout, 75V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAS16T1	200mA Iout, 75V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAV70	200mA Iout, 70V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MBAV70L	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAV70T1	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAV74L	200mA Iout, 50V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAV99L	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAV99T1	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAW56L	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MBAW56T1	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD2835XL	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD2836XL	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD2837XL	150mA Iout, 30V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD2838XL	100mA Iout, 50V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD6050X	200mA Iout, 70V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MMBD6050XL	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD914X	200mA Iout, 70V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MMBD914XL	100mA Iout, 70V Vrrm Fast Recovery Rectifier	Datasheet*)
	MMBD6050	100mA Iout, 70V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MMBD6050T	100mA Iout, 70V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MMBD914	10mA Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	MMBD914T	10mA Iout, 100V Vrrm Fast Recovery Rectifier Operational temperature range from 0°C to 150°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  MMBD6050 (MCC)
 MMBD6050 (ZOWIE)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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