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XPC855TCZP50D4 series datasheets. Manufacturer: Motorola.
	
   	XPC855TCZP50D4	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC855TCZP66D4	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC855TZP50D4	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC855TZP66D4	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC855TZP80D4	Quad integrated communications controller, 10/100 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DECZP50nn	Quad integrated communications controller, 10 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860DECZP66nn	Quad integrated communications controller, 10 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860DEZP50nn	Quad integrated communications controller, 10 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DEZP66nn	Quad integrated communications controller, 10 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DEZP80nn	Quad integrated communications controller, 10 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DPCZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860DPCZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860DPZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DPZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DPZP80nn	Quad integrated communications controller, 10/100 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DTCZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860DTCZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860DTZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DTZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860DTZP80nn	Quad integrated communications controller, 10/100 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860ENCZP50nn	Quad integrated communications controller, 10 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860ENCZP66nn	Quad integrated communications controller, 10 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860ENZP50nn	Quad integrated communications controller, 10 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860ENZP66nn	Quad integrated communications controller, 10 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860ENZP80nn	Quad integrated communications controller, 10 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860PCZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860PCZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860PZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860PZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860PZP80nn	Quad integrated communications controller, 10/100 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860SRCZP50nn	Quad integrated communications controller, 10 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860SRCZP66nn	Quad integrated communications controller, 10 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860SRZP50nn	Quad integrated communications controller, 10 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860SRZP66nn	Quad integrated communications controller, 10 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860SRZP80nn	Quad integrated communications controller, 10 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860TCZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860TCZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from -40°C to 95°C.	Datasheet*)
	XPC860TZP50nn	Quad integrated communications controller, 10/100 Mbps, 50 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860TZP66nn	Quad integrated communications controller, 10/100 Mbps, 66 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)
	XPC860TZP80nn	Quad integrated communications controller, 10/100 Mbps, 80 MHz in 357-pin BGA package. Operational temperature range from 0°C to 95°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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