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CA1 series datasheets. Manufacturer: NAIS.
	
   	CA1-DC12V-C	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Standard type (1.8 W). 1 form C. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1-DC12V-N	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Standard type (1.8 W). 1 form C. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1-DC24V-C	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Standard type (1.8 W). 1 form C. Nominal voltage 24 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1-DC24V-N	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw mounting. Standard type (1.8 W). 1 form C. Nominal voltage 24 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1a-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Standard type (1.8 W). 1 form A. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1a-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Standard type (1.8 W). 1 form A. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1a-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Standard type (1.8 W). 1 form A. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aF-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Standard type (1.8 W). 1 form A. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aF-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Standard type (1.8 W). 1 form A. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aF-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Standard type (1.8 W). 1 form A. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aFS-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Low operating power type (1.4 W). 1 form A. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aFS-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Low operating power type (1.4 W). 1 form A. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aFS-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Low operating power type (1.4 W). 1 form A. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aS-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Low operating power type (1.4 W). 1 form A. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aS-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Low operating power type (1.4 W). 1 form A. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1aS-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Low operating power type (1.4 W). 1 form A. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1b-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A . Standard type (1.8 W). 1 form B. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1b-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Standard type (1.8 W). 1 form B. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1b-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting . Standard type (1.8 W). 1 form B. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bF-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Standard type (1.8 W). 1 form B. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bF-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Standard type (1.8 W). 1 form B. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bF-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Standard type (1.8 W). 1 form B. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bFS-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Low operating power type (1.4 W). 1 form B. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bFS-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Low operating power type (1.4 W). 1 form B. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bFS-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Low operating power type (1.4 W). 1 form B. Nominal voltage 12 V. Dust cover type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bS-12V-A-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: rabber bracket A. Low operating power type (1.4 W). 1 form B. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bS-12V-C-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: direct coupling. Low operating power type (1.4 W). 1 form B. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1bS-12V-N-5	CA-relay. Automotive power relay. Small size, light weight and comletely water tight. Mounting type: screw-mounting. Low operating power type (1.4 W). 1 form B. Nominal voltage 12 V. Plastic sealed type. in 2-pin -- package. Operational temperature range from -30°C to 80°C.	Datasheet*)
	CA1	AUTOMOTIVE POWER RELAYS SMALL SIZE, LIGHT WEIGHT AND COMPLETELY WATER TIGHT	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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