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JM1aN-P-DC12 series datasheets. Manufacturer: NAIS.
	
   	JM1aN-P-DC12V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 12 V DC. Slim type. PCB type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-P-DC24V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 24 V DC. Slim type. PCB type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-P-DC48V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 48 V DC. Slim type. PCB type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-P-DC5V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 5 V DC. Slim type. PCB type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-P-DC6V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 6 V DC. Slim type. PCB type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-P-DC9V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 9 V DC. Slim type. PCB type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-TMP-DC12V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 12 V DC. Slim type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-TMP-DC24V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 24 V DC. Slim type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-TMP-DC48V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 48 V DC. Slim type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-TMP-DC5V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 5 V DC. Slim type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-TMP-DC6V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 6 V DC. Slim type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-TMP-DC9V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 9 V DC. Slim type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTM-DC12V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 12 V DC. Flat type. TM type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTM-DC24V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 24 V DC. Flat type. TM type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTM-DC48V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 48 V DC. Flat type. TM type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTM-DC5V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 5 V DC. Flat type. TM type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTM-DC6V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 6 V DC. Flat type. TM type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTM-DC9V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 9 V DC. Flat type. TM type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTMP-DC12V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 12 V DC. Flat type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTMP-DC24V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 24 V DC. Flat type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTMP-DC48V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 48 V DC. Flat type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTMP-DC5V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 5 V DC. Flat type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTMP-DC6V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 6 V DC. Flat type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)
	JM1aN-ZTMP-DC9V	JM-relay. Compact power relay for inductive load. 1 form A. Coil voltage 9 V DC. Flat type. TMP type. Pick-up voltage 70% of nominal voltage. in 4-pin -- package. Operational temperature range from -40°C to 60°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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