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UPC1458 series datasheets. Manufacturer: NEC Electronics Inc..
	
   	UPC1458C	Dual operational amplifier	Datasheet*)
	UPC1458G2	Dual operational amplifier	Datasheet*)
	UPC1458G2-E1	Dual operational amplifier	Datasheet*)
	UPC1458G2-E2	Dual operational amplifier	Datasheet*)
	UPC1458G2-T1	Dual operational amplifier	Datasheet*)
	UPC1458G2-T2	Dual operational amplifier	Datasheet*)
	UPC1458C	350mW; V(cc): 36V; general purpose and dual operational amplifier in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UPC1458G	440mW; V(cc): 36V; general purpose and dual operational amplifier in 8-pin MFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UPC251C	350mW; V(cc): 36V; general purpose and dual operational amplifier in 8-pin PDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UPC251D	500mW; V(cc): 36V; general purpose and dual operational amplifier in 8-pin CDIP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UPC251G	440mW; V(cc): 36V; general purpose and dual operational amplifier in 8-pin MFP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	UPC1458	GENERAL PURPOSE DUAL OPERATIONAL AMPLIFIER	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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