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UPC8152TB-E3 series datasheets. Manufacturer: NEC Electronics Inc..
	
   	UPC8128TA	Low power consumption silicon high frequency amplifier IC for cellular/cordless	Datasheet*)
	UPC8128TA-E3	Low power consumption silicon high frequency amplifier IC for cellular/cordless	Datasheet*)
	UPC8128TB	Low power consumption silicon high frequency amplifier IC for cellular/cordless	Datasheet*)
	UPC8128TB-E3	Low power consumption silicon high frequency amplifier IC for cellular/cordless	Datasheet*)
	UPC8151TA	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8151TA-E3	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8151TB	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8151TB-E3	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8152TA	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8152TA-E3	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8152TB	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8152TB-E3	Low-power silicon high-frequency amplifier ICs for cellular/cordless phones	Datasheet*)
	UPC8152TB-E3	Silicon RFIC low current amplifier for cellular/cordless telephones. in 6-pin SOT-363 package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPC8152TB-E3	Silicon RFIC low current amplifier for cellular/cordless telephones. in 6-pin Super minimold package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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