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UPD789304 series datasheets. Manufacturer: NEC Electronics Inc..
	
   	UPD789304GC	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789304GK	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789306GC	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789306GK	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789314GC	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789314GK	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789316GC	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	UPD789316GK	ROM: 8KB; internal high-speed RAM: 512bytes; LCD display RAM: 24bytes; V(cc): -0.3 to +6.5V; 8-bit single-chip microcontroller. For remote control devices, healthcare equipment, etc. in 64-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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