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uPD65612 series datasheets. Manufacturer: NEC Electronics Inc..
	
   	uPD65612	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65612	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65622	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65622	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65622	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65626	CMOS gate arrays in 80-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65626	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65626	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65626	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65626	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65630	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65630	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65630	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65630	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 136-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 144-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65631	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65636	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65636	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65636	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65636	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65636	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65636	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 72-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65640	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65641	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65641	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65641	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65641	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65641	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65641	CMOS gate arrays in 144-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65644	CMOS gate arrays in 144-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65644	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65644	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65644	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65644	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 136-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 72-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65646	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65647	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65647	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65647	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65648	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65648	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65648	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 136-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 72-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 44-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65650	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65651	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65651	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65651	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65651	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65652	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65652	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65652	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65652	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 64-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 72-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 136-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 52-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 80-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65654	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65655	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 84-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 100-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 144-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 100-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 208-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 68-pin PLCC package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65658	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 144-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 280-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 208-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 304-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65664	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 288-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 144-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 208-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 136-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 120-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 280-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 364-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 304-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 120-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65672	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65675	CMOS gate arrays in 160-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65675	CMOS gate arrays in 160-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65675	CMOS gate arrays in 184-pin QFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 304-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 208-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 208-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 176-pin QFP-FP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 364-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 132-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 528-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 176-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 288-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD65676	CMOS gate arrays in 280-pin PGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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