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uPD77110GC-9 series datasheets. Manufacturer: NEC Electronics Inc..
	
   	UPD77110GC-9EU	16-bit fixed point digital signal processor	Datasheet*)
	UPD77111F1-XXX-CN1	16-bit fixed point digital signal processor	Datasheet*)
	UPD77111GK-XXX-9EU	16-bit fixed point digital signal processor	Datasheet*)
	uPD77110GC-9EU	16-bit fixed-point digital processor, 65 MHz, internal instruction memory RAM 35.5K words x 32 bits, data memory RAM 24K words x 16 bits x 2 banks in 100-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD77111F1-xxx-CN1	16-bit fixed-point digital processor, 75 MHz, internal instruction memory RAM 1K words x 32 bits mask ROM 31.75K words x 32 bits, data memory RAM 3K words x 16 bits x 2 banks mask ROM 16K words x 16 bits x 2 banks, (xxx - indicates ROM code suffix.) in 80-pin BGA package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD77111GK-xxx-9EU	16-bit fixed-point digital processor, 75 MHz, internal instruction memory RAM 1K words x 32 bits mask ROM 31.75K words x 32 bits, data memory RAM 3K words x 16 bits x 2 banks mask ROM 16K words x 16 bits x 2 banks, (xxx - indicates ROM code suffix.) in 80-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	uPD77112GC-xxx-9EU	16-bit fixed-point digital processor, 75 MHz, internal instruction memory RAM 1K words x 32 bits mask ROM 31.75K words x 32 bits, data memory RAM 3K words x 16 bits x 2 banks mask ROM 16K words x 16 bits x 2 banks, (xxx - indicates ROM code suffix.) in 100-pin TQFP package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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