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2N3054 series datasheets. Manufacturer: NEWEN.
	
   	2N3054A	90V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N3583	250V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N3584	375V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N3585	500V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N3738	250V Vcbo, 250mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N3739	325V Vcbo, 250mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N3766	80V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N3767	100V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N3878	120V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N3879	120V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N4231	40V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4231A	40V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4232	60V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4232A	60V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4233	80V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4233A	80V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4240	500V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N4273	175V Vcbo, 2.5A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4296	350V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4297	350V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4298	500V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4299	500V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4864	140V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4910	40V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4911	60V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4912	80V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5050	125V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5051	150V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5052	200V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5202	100V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5427	80V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5428	80V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5429	100V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5430	100V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5468	500V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5469	700V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N5660	250V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N5661	400V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N5664	250V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N5665	400V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6077	300V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6078	275V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6079	375V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6233	250V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N6234	300V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N6235	350V Vcbo, 5.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N6315	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6316	80V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6372	90V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6373	70V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N6374	50V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  2N3054 (Advanced Semiconductor, Inc)
 2N3054 (CENTR)
 2N3054 (DGTRN)
 2N3054 (GETRN)
 2N3054 (Motorola)
 2N3054 (PIRGO)
 2N3054 (Semelab Plc.)
 2N3054 (SELI)
 2N3054 (SILTR)
 2N3054 (SINC)
 2N3054 (SOLIT)
 2N3054 (Semitronics Corp.)
 2N3054 (TRNSR)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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