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NTE615 series datasheets. Manufacturer: NTE.
	
   	NTE6154	Silicon industrial rectifier, 150 Amp, general purpose. Cathode to case. Peak revrese voltage 400V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6155	Silicon industrial rectifier, 150 Amp, general purpose. Anode to case. Peak revrese voltage 400V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6156	Silicon industrial rectifier, 150 Amp, general purpose. Cathode to case. Peak revrese voltage 600V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6157	Silicon industrial rectifier, 150 Amp, general purpose. Anode to case. Peak revrese voltage 600V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6158	Silicon industrial rectifier, 150 Amp, general purpose. Cathode to case. Peak revrese voltage 1000V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6159	Silicon industrial rectifier, 150 Amp, general purpose. Anode to case. Peak revrese voltage 1000V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6162	Silicon industrial rectifier, 150 Amp, general purpose. Cathode to case. Peak revrese voltage 1400V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6163	Silicon industrial rectifier, 150 Amp, general purpose. Anode to case. Peak revrese voltage 1400V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6164	Silicon industrial rectifier, 150 Amp, general purpose. Cathode to case. Peak revrese voltage 1600V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE6165	Silicon industrial rectifier, 150 Amp, general purpose. Anode to case. Peak revrese voltage 1600V. in 2-pin DO8 package. Operational temperature range from -65°C to 190°C.	Datasheet*)
	NTE615P	Integrated circuit. Voltage stabilizer for electronic tuner. in 2-pin TO92 package. Operational temperature range from -20°C to 75°C.	Datasheet*)
	NTE615	Integrated Circuit Voltage Stabilizer for Electronic Tuner	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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