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2N2017 series datasheets. Manufacturer: National Semiconductor.
	
   	2N2017	60V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 200°C.	Datasheet*)
	2N3742	300V Vcbo, 50mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	2N4921	40V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5190	40V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5191	60V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5192	80V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5293	80V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5294	80V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5296	60V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5297	80V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5298	80V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5490	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5491	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5492	75V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5493	75V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5494	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5495	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5496	90V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5497	90V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5655	275V Vcbo, 500mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N5656	325V Vcbo, 500mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N5657	375V Vcbo, 500mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	2N6098	70V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6099	70V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6100	80V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6101	80V Vcbo, 10A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6102	45V Vcbo, 16A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6103	45V Vcbo, 16A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6121	45V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6122	60V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6123	80V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6129	40V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6130	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6131	80V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6288	40V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6289	40V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6290	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6291	60V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6292	80V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6293	80V Vcbo, 7.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6473	110V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6474	130V Vcbo, 4.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6486	50V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6487	70V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	2N6488	90V Vcbo, 15A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	40321	1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	92PE37A	60V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	D40N5	100mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	D42C11	3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	MRF472	65V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	MRF8004	60V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	NSDU02	60V Vcbo, 2.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	SE7055	220V Vcbo, 30mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	SE7056	300V Vcbo, 30mA Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 175°C.	Datasheet*)
	SV7056	300V Vcbo Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	TIP29	80V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP29A	100V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP29B	120V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP29C	140V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP31	80V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP31A	100V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP31B	120V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP31C	140V Vcbo, 3.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP41	80V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP41A	100V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP41B	120V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TIP41C	140V Vcbo, 6.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 150°C.	Datasheet*)
	TN2017	60V Vcbo, 1.0A Ic Low frequency power silicon NPN transistor Operational temperature range from 0°C to 140°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  2N2017 (Advanced Semiconductor, Inc)
 2N2017 (CENTR)
 2N2017 (CRIMS)
 2N2017 (ME)
 2N2017 (SINC)
 2N2017 (STI)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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