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BZ050 series datasheets. Manufacturer: New Japan Radio Co., Ltd..
	
   	BZ050	5.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ054	5.4V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ061	6.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ065	6.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ071	7.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ075	7.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ081	8.1V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ085	8.5V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ090	9.0V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ094	9.4V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ110	11V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ120	12V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ130	13V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ140	14V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ150	15V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ162	16.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ177	17.7V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ192	19.2V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ210	21V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ230	23V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ240	24V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ260	26V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ270	27V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ290	29V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ310	31V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ330	33V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	BZ350	35V, 1.0Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ055	5.45V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ062	6.15V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ065	6.45V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ070	7.0V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ075	7.5V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ081	8.1V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ085	8.5V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ091	9.1V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ095	9.5V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ099	9.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ109	10.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ119	11.8V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ129	12.8V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ141	14V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ148	14.8V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ161	16.1V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ179	17.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ193	19.2V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ214	21.4V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ228	22.8V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ242	24.1V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ259	25.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ269	26.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ289	28.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ309	30.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	EZ329	32.9V, 400mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ100	10.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ110	11V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ120	12V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ130	13V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ140	14V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ150	15V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ162	16.2V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ177	17.7V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ192	19.2V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ210	21.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ230	23.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ240	24.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ260	26.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ270	27.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ290	29.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ310	31.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ330	33.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)
	WZ350	35.0V, 500mWt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 175°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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