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MSM514260 series datasheets. Manufacturer: OKI.
	
   	MSM514260C-50JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260C-50TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260C-60JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260C-60TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260C-70JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260C-70TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260CSL-50JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260CSL-50TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260CSL-60JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260CSL-60TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260CSL-70JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260CSL-70TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260E-60JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260E-60TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260E-70JS	262,144-word x 16-bit dynamic RAM in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260E-70TS-K	262,144-word x 16-bit dynamic RAM in 44-pin TSOP package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260E-60TS-K	262,144-Word x 16-Bit DRAM fast page mode, 60ns in 44-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260E-70TS-K	262,144-Word x 16-Bit DRAM fast page mode, 70ns in 44-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260ESL-60JS	262,144-Word x 16-Bit DRAM fast page mode, 60ns in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260ESL-60TS-K	262,144-Word x 16-Bit DRAM fast page mode, 60ns in 44-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260ESL-70JS	262,144-Word x 16-Bit DRAM fast page mode, 70ns in 40-pin SOJ package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260ESL-70TS-K	262,144-Word x 16-Bit DRAM fast page mode, 70ns in 44-pin TSOP II package. Operational temperature range from 0°C to 70°C.	Datasheet*)
	MSM514260C	262,144-Word x 16-Bit DYNAMIC RAM : FAST PAGE MODE TYPE	Datasheet*)
	MSM514260CSL	262,144-Word x 16-Bit DYNAMIC RAM : FAST PAGE MODE TYPE	Datasheet*)
	MSM514260E	262,144-Word x 16-Bit DYNAMIC RAM : FAST PAGE MODE TYPE	Datasheet*)
	MSM514260E-60	262,144-Word x 16-Bit DYNAMIC RAM : FAST PAGE MODE TYPE	Datasheet*)
	MSM514260E-70	262,144-Word x 16-Bit DYNAMIC RAM : FAST PAGE MODE TYPE	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
     


  	
   			
	
	      
       

       Win Win Circuit LTD.
       PCB, PCBA, LCD Module

       www.wwteq.com
      

           
	
	


  
	


