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HCZ453 series datasheets. Manufacturer: OPTEK.
	
   	HCZ100A	10V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ100B	10V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ100C	10V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ43A	4.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ43B	4.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ43C	4.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ450A	5.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ450B	5.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ450C	5.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ453A	5.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ453B	5.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ453C	5.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ456A	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ456B	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ456C	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ459A	5.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ459B	5.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ459C	5.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ462A	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ462B	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ462C	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ465A	6.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ465B	6.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ465C	6.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ468A	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ468B	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ468C	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ471A	7.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ471B	7.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ471C	7.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ474A	7.4V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ474B	7.4V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ474C	7.4V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ477A	7.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ477B	7.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ477C	7.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ47A	4.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ47B	4.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ47C	4.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ480A	8.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ480B	8.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ480C	8.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ483A	8.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ483B	8.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ483C	8.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ486A	8.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ486B	8.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ486C	8.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ489A	8.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ489B	8.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ489C	8.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ492A	9.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ492B	9.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ492C	9.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ495A	9.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ495B	9.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ495C	9.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ498A	9.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ498B	9.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ498C	9.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ51A	5.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ51B	5.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ51C	5.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ56A	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ56B	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ56C	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ62A	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ62B	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ62C	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ68A	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ68B	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ68C	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ75A	7.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ75B	7.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ75C	7.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ82A	8.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ82B	8.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ82C	8.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ91A	9.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ91B	9.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ91C	9.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ453	5.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ456	5.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ459	5.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ462	6.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ465	6.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ468	6.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ471	7.1V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ474	7.4V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ477	7.7V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ480	8.0V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ483	8.3V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ486	8.6V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ489	8.9V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ492	9.2V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ495	9.5V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)
	HCZ498	9.8V, 0.5Wt General purpose voltage reference/regulator diode Operational temperature range from 0°C to 150°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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