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SD103 series datasheets. Manufacturer: PAJIT.
	
   	SD10100CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 100 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1020CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1030CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1040CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1050CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1060CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1080CS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current at Tc = 75degC 5.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD10100CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 100 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1020CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1030CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1040CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1050CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1060CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1080CT	Schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD10100S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 100 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1020S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1030S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1040S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1050S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1060S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1080S	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD10100T	Schottky barrier rectifier. Max recurrent peak reverse voltage 100 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1020T	Schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1030T	Schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1040T	Schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1050T	Schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1060T	Schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1080T	Schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD10100YS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 100 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1020YS	DPak surfase mpunt schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1030YS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1040YS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1050YS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1060YS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1080YS	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-252 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD10100YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 100 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1020YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1030YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1040YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1050YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1060YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD1080YT	DPak surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current at Tc = 75degC 10.0 A. in 4-pin TO-251AB package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD103AW	Surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Ta = 25degC 0.35 A. in 2-pin SOD-123 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD103BW	Surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Ta = 25degC 0.35 A. in 2-pin SOD-123 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD103CW	Surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Ta = 25degC 0.35 A. in 2-pin SOD-123 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD103AWS	Surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current at Ta = 25degC 0.35 A. in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD103BWS	Surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current at Ta = 25degC 0.35 A. in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	SD103CWS	Surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current at Ta = 25degC 0.35 A. in 2-pin SOD-323 package. Operational temperature range from -55°C to 125°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  SD103 (DIODS)
 SD103 (EIC)
 SD103 (General Semiconductor)
 SD103 (HONEY)
 SD103 (MCC)
 SD103 (Semtech Corp.)
 SD103 (VISAY)
 SD103 (WTE)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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