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SR32 series datasheets. Manufacturer: PAJIT.
	
   	SR32	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 20 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	SR33	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 30 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	SR34	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 40 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	SR35	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 50 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	SR36	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 60 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	SR38	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 80 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	SR39	Mini surfase mount schottky barrier rectifier. Max recurrent peak reverse voltage 90 V. Max average forward rectified current 3.0 A. in 2-pin DO-214AA package. Operational temperature range from -50°C to 125°C.	Datasheet*)
	There are other manufacturers for this components. For more information please check
  SR32 (MOSP)
 SR32 (TEL)
 SR32 (TRSYS)



  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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