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VTL11D1 series datasheets. Manufacturer: PERK.
	
   	VTL11D1	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D1-20	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. 20 mil emitter aperture.. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D3	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D3-20	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. 20 mil emitter aperture.. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D5-20	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. 20 mil emitter aperture.. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D6-20	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. 20 mil emitter aperture.. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D7	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL11D7-20	Optoswitch. Slotted switch with P.C.P. mount leads. LED emitter, phototransistor detector. 20 mil emitter aperture.. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D1	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D1-20	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector, 20 mil emitter aperture. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D3	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D3-20	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector, 20 mil emitter aperture. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D5-20	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector, 20 mil emitter aperture. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D6-20	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector, 20 mil emitter aperture. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D7	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL13D7-20	Optoswitch. Slotted switch with flying leads. LED emitter, phototransistor detector, 20 mil emitter aperture. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL23D0A21	Optoswitch. Slotted switch with P.C.B. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL23D0A22	Optoswitch. Slotted switch with P.C.B. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL23D1A00	Optoswitch. Slotted switch with P.C.B. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL23D1A22	Optoswitch. Slotted switch with P.C.B. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL23D2A00	Optoswitch. Slotted switch with P.C.B. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTL23D3A00	Optoswitch. Slotted switch with P.C.B. mount leads. LED emitter, phototransistor detector. in 2-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTR16D1	Optoswitch. Arrow retro with PC board mount leads. LED emmitter, phototransistor detector. in 4-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTR16E1	Optoswitch. Arrow retro with PC board mount leads. LED emmitter, photodarlington detector. in 4-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTR17D1	Optoswitch. Arrow retro with flying leads. LED emitter, phototransistor detector. in 4-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTR17E1	Optoswitch. Arrow retro with flying leads. LED emmitter, photodarlington detector. in 4-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
	VTR24F1	Optoswitch. Matchbox retro with flying leads. LED emitter, photodarlington detector, long sensing rang. in 4-pin -- package. Operational temperature range from -40°C to 85°C.	Datasheet*)
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*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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