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VTS2080 series datasheets. Manufacturer: PERK.
	
   	VTS2080	Process photodiode. Isc = 3 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VTS2082	Process photodiode. Isc = 0.69 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VTS2085	Process photodiode. Isc = 0.16 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VTS3080	Process photodiode. Isc = 3 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	VTS3082	Process photodiode. Isc = 0.69 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	VTS3085	Process photodiode. Isc = 0.16 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 105°C.	Datasheet*)
	VTS3180	Process photodiode. Isc = 3 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VTS3182	Process photodiode. Isc = 0.69 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 125°C.	Datasheet*)
	VTS3185	Process photodiode. Isc = 0.16 mA(typ), Voc = 0.45 mV(typ) at H = 1000 lux, 2850 K. in 2-pin Case 44A package. Operational temperature range from -40°C to 125°C.	Datasheet*)


  	
Click here to download  Datasheet*)  

*) Datasheets downloading from ChipDocs is only for our members (paid service). REGISTER NOW for your membership.
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